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Example:

SH = 
Holder 

2 = 
Drill

20 = 
Short

30 =
Intermediate

40 =
Standard

Y0 = 
Insert 
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S = 
Straight
Flute

075 =
0.75 (3/4”) 
Shank

100 =
1.00 (1”) 
Shank

125 =
1.25 (1 1/4”) 
Shank

150 =
1.50 (1 1/2”) 
Shank

l = 
Straight Shank

iNtercHaNGeability

TiN ST Titanium Nitride Color - Yellow / Gold Effective Abrasion Wear and Good Lubricity.

TiAlN SA Titanium Aluminum Nitride Color - Violet Grey High Temperature and Outstanding Wear Resistance.

TiCN SC Titanium Carbo Nitride Color - Blue Grey Outstanding Wear Resistance.

Ultra-Tin SU Ultra-Tin Color - Deep Gold High Lubricity, High Temperature, and Outstanding Wear Resistance.

life-Coat SL Life-Coat Color - Violet Grey Phenomenal Lubricity, High Temperature, and Outstanding Wear Resistance.

GEoRGE WHAllEY CoMPANY CoATINGS INSERT SUBSTRATE INTERCHANGES

TiN ST Titanium Nitride M4 TiN

TiAlN SA Titanium Aluminum Nitride M4 TiAlN

TiCN SC Titanium Carbo Nitride M4 TiCN

Ultra-Tin SU Ultra-Tin T15 / M48 / K20 TiN, TiAlN, TiCN

life-Coat SL Life-Coat T15 / M48 / K20 TiN, TiAlN, TiCN, AM200TM

• The performance of George Whalley Company coatings listed, should meet or exceed those coatings listed as interchanges

• AM200TM is a trademark of Allied Machine & Engineering Corp.
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