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SHORT LENGTH - STRAIGHT SHANK HOLDERS - STRAIGHT FLUTE
Y TO 3 0.375” - 1.875” 4-13/32” - 10” 1-1/4” - 4-3/4” 2-1/32” - 6” 3/4” - 1-1/2” 2-3/8” - 4” 1/8” - 1/4”

STANDARD LENGTH - STRAIGHT SHANK HOLDERS - STRAIGHT FLUTE
Y TO 0.5 0.375” - 0.687” 5-17/32” - 5-11/16” 2-3/8”- 2-1/2” 3-5/32”- 3-5/16” 3/4” 2-3/8” 1/8”
INTERMEDIATE LENGTH - STRAIGHT SHANK HOLDERS - STRAIGHT FLUTE

1 TO 3 0.703” - 1.875” 8-7/8” - 11-3/4” 4-5/8”- 6-1/2” 5-7/8”- 7-3/4” 1”- 1-1/2” 3”- 4” 1/8”-1/4”

SPADE DRILL HOLDER AVAILABILITY

SPADE DRILL INSERT AVAILABILITY

COATING CODES & APPLICATIONS

TiN ST Titanium Nitride Color - Yellow / Gold Effective Abrasion Wear and Good Lubricity.
TiAlN SA Titanium Aluminum Nitride Color - Violet Gray High Temperature and Outstanding Wear Resistance.
TiCN SC Titanium Carbo Nitride Color - Blue Gray Outstanding Wear Resistance.

Ultra-TiN SU Ultra-TiN Color - Deep Gold High Lubricity, High Temperature and Outstanding Wear Resistance.
Life-Coat SL Life-Coat Color - Violet Gray Phenomenal Lubricity, High Temperature and Outstanding Wear Resistance.
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DIAMETER SIZES
HIGH SPEED STEEL SUPER COBALT PREMIUM COBALT CARBIDE

SERIES
M04 T15 M48 K20
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Y  3/8”-27/64” 0.374 - 0.433 • • • • • •

9.5MM - 11MM • •

Z  7/16-1/2” 0.437 - 0.500 • • • • • •

11.5MM - 12.5MM • •

0  33/64”-11/16” 0.511 - 0.689 • • • • • •

13MM - 17.5MM • •
1  45/64”-15/16”  0.703 - 0.944 • • • • • • • • •

18MM -  24MM • •

2  31/32”-1-3/8”  0.968 - 1.378 • • • • • • •

26MM -  35MM • •

3  1-13/32”-1-7/8”  1.406 - 1.875 • • • • •

36MM -  47MM • •
4  1-29/32”-2-9/16”  1.889 - 2.562 • • • • •

48MM -  65MM
5  2-1/2”-3”  2.500 - 3.000 • • •

64MM -  76MM
6  3-1/32”-3-1/2”  3.031 - 3.500 • • •

78MM -  88MM
7  3-17/32”-4” 3.531 - 4.000 • • •

90MM -  100MM

8  4-1/64”-4-1/2” 4.015 - 4.500 • • •

106MM -  114MM
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